
• TrunkTracker V
• APCO 25 Phase I and Phase II
• X2-TDMA
• Motorola, EDACS, and LTR Trunking
• WiFi Link for remote access
• HomePatrol Operation
• USA/Canada Radio Database
• Zip Code Selection for Easy Setup
• Close Call™ RF Capture
• 4GB Memory
• Favorites List, System, and 
    Department/Site Quick Keys 
• Recording, Playback, and Replay
• Temporary Avoid
• Location-Based Scanning*
• Fire Tone-Out Alert
• System Analysis and Discovery

• System/Channel Number Tagging
• CTCSS/DCS Rapid Decoding
• P25 NAC Decoding
• Audio AGC
• S.A.M.E. Weather Alert
• Backlit Keypad & LCD
• Enhanced Dynamic Memory
• Narrowband Reception
• Preemptive Trunking Priority
• Multi-Site System Support
• Channel Volume O�set
• PC Programming and Control
• USB Connectivity
• Database updated weekly
• Simple-to-use Sentinel PC Software
    keep your scanner’s database and
    �rmware up to date.
• Frequency Coverage:
  25-512 MHz
  758-824 MHz
  849-869 MHz
  894-960 MHz
  1240-1300 MHz

The BCD536HP continues Uniden’s tradition of making 
technology-leading scanners, with the features you 
want. Now, we’ve made our �agship model even easier 
to use, by including HomePatrol programming...simply 
enter your zip code and the BCD536HP selects nearby 
channels from the complete USA/Canada database 
from RadioReference. You can’t get any easier, or an 
more advanced.

And, the WiFi functionality allows for never-before seen 
features: App connectivity to your smartphone or 
tablet from anywhere in your house, your car, or the 
world.

FEATURES:

DIGITAL BASE/MOBILE SCANNER
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BCD536HP
(WxHxD)

Master Carton Quantity: 6
Master Carton Dims: 

13.0” x 11.6” x 17.3“ (wt. 38.0 lbs)
Packaging Dims: 

12.4” x 3.4” x 3.5” (wt. 6.02 lbs)
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